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H6 és Légtechnika Innovaciés Kft. Was founded in cooperation with three innovative companies. Its goal is
the technological and product development of the production of environmentally friendly and

energy-efficient doors and windows, ventilation products and accessories, the production and marketing
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Weather sometimes causes catastrophe, but it is when it is
possible to prevent madness. Before the heating season
everyone can think about whether his home is safe? Do you

fancy your apartment? An air engineering tool can save you
life. In addition, this tool | offer is Hungarian made, affordable
and easy to install.



Advantages of inlets:

- Hygrostatic control: controls the amount of air depending on - Condensation and mold can be avoided.

humidity - Certified product

- 35-year guarantee for the strap - Contains fragranced pillow

- Applicable to supply air for gas appliances, fireplaces and

- Available with rain cover and insect grid
stoves

- Automatically and continuously controls the flow of fresh air.

Ventilation parameters:

Type FENSTER AIR PLUS hygro 02 FENSTER AIR PLUS hygro01 = FENSTER AIR PLUS s 01
Airflow parameters

Higro controlled, automated X X

Lockup (for minimum airflow) X

Airflow min. fmax. @ 10 Pa m3/h 20-35 10-30 46
Airflow min. / max. @ 40 Pa m3/h 45-60 20-50 90
Optional extras:

Rain cover X X X
Insect arid X X X
Parameters:

Max. open cross-section mm2 4300 4300 4300
Colour white white white
Weight/mateial g 175/ABS 175/ABS 175/ABS
Installation

Recommended gap size mm2 380 x 12(10) 380 x 12(10) 380x 12(10)

Can be applied to windows X X <

Can be appliedto shutter housing X X X
Living room, bedroom, office, comfort zones X X X

For open chamber gas appliances X X

Window mounted inlets for gas appliances

Airflow (m3/h) Rel. Humidity <% ¢ (flow constant)
Tipos @ 10Pa @ 40Pa min. position max. postion min. position 50% humid, max. position
FENSTER AIRPLUS s 01 46 90 fixed wings 14,4 14,4 14,4
FENSTER AIRPLUS hygo02 ~ 20-35 45-60 40 65 45 8,4 14,4

Fenster Air Plus 301 legaram diagram

LEGARAN

Fenster Air Plus Hygro 02 |égaram diagram
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INSTALLION INSTRUCTIONS

The FENSTER Air PLUSInlets are taking fresh air through a gap prepared in the frame of the window or door. The
size ofthe gap influences the amount of fresh air that is why the correct size is indispensable for the required air
flow rate. To install the inlet a specialist is recommended.

The inlet can be applied on built-in windows as well. If the windows already have gaps it is necessary to put them in
their pre-designed place.
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Required air gap parameters:
e Length: 375 mm e Height of 1012 mm e Middle traction left out with the width of 15 mm

Outside:

Rain cover —_————
LA —
Insect grid —_— .

The gap can be prepared with finger cutter.

The gap size can influence the intake airflow rate
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- Airintake with 10 mm gap (max. 115 m3/h)
- Airintake with 12 mm gap (max. 139 m3/h)



Custom manufacturing options

RAL 2002

RAL 3001

RAL 6005

RAL 8003

RAL 7016

RAL 8016

RAL color gamut
Order with 8-day deadline

Manual mini 601

(L = 7 )

-

convection 20 m*/h (Ap = 10 Pq)

sound-proofing D,..(C;C.) =33 (0; 1) dB

*The aforementioned ventilator is,not a product of our own, our trading partner
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Gulyas Gabor | Sales Manager
+36 30 438 1068
Hungary-8000 Székesfehérvar, Neumann J. u. 1.

If you have any questions,
or if you would like an offer for projects;
Contact us:
e-mail: export@aeroplus.pl
web: www.aeroplus.pl
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